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Use the included wrench to remove the nuts 
from the handlebar bolts.

Use an Allen wrench to remove the screw from the brake. Push up �rmly on the brake to remove the handlebar grip 
and slide the brake o� of the handlebar.

Push up �rmly on the throttle to remove the handlebar grip 
and slide the throttle o� of the handlebar.

Lift up the handlebar and remove the 
handlebar covering and bolts.

Use an Allen wrench to remove the screw from the throttle. 

Replacing the Handlebar

NOTE: BEFORE BEGINNING, ENSURE THE UNIT IS TURNED OFF.

IMPORTANT: An ADULT must make all repairs. Thoroughly inspect all parts after making modi�cations. DO NOT RIDE until 
you are sure the proper repairs have been made and the unit is assembled according to the manufacturer’s speci�cations.  

If you are unsure of any repairs, contact consumer service. 
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Take the new handlebar and slide on the throttle. The 
throttle should not go past the square opening for the bolt. 

Then, slide the new grip all the way onto the handlebar. 

Place the handlebar on the T bar with the throttle lever 
facing the deck and the brake facting away from the deck. 

Align the bolt openings on the handlebar with the openings 
on the T bar, and hold it in place.

Place the handlebar covering and two bolts over the new 
handlebar.

Replace the throttle screw, and tighten it with an Allen 
wrench. The lever on the throttle should face the deck. 

Do not fully tighten to leave room for adjustment.

Replace the brake screw, and tighten it with an Allen wrench. 
The brake should face outward, away from the deck.

Do not fully tighten to leave room for adjustment.
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On the opposite side of the handle, slide on the brake. The 
brake should not go past the square opening for the bolt. 
Then, slide the new grip all the way onto the handlebar. 
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Adjust the brake and throttle by twisting to the desired 
position. Then, tighten �rmly with an Allen wrench.

Replace the nuts under the handlebar and secure with the wrench.


